
碩 擇 實 業 股 份 有 限 公 司 
GOOD CHOICE ENTERPRISE CO., LTD 

    
                                

                                                                                                          
Version :1                                                                                    Page:1/18 

 

Disea Electronics Co., LTD 
 

 TO：瞻營全電子股份有限公司 

 DATE：AUG.08-2019 

 

TFT LCM 

 

ZW-T090BAE-02 
 

 

 

Approved By Comment 

  

 

 

 

PREPARED  CHECKED  VERIFIED BY QA DEPT VERIFIED BY R&D DEPT 

YGM 

 

Tim 
 

 
Paul 

  

  

客戶確認： 

 

 

 

 

 



 
 
 
 

 

 Page:2/18 

Disea Electronics Co., LTD 

 

PRODUCT SPECIFICATIONS 
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2. Revision Record

Date Rev.No. Page Revision Items Prepared 

2019-07-30 V0  The first release YGM 

2019-08-08 V1  Updated Item #4 CJ Jiang 
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3. General Specifications 

ZW-T090BAE-02 is a TFT-LCD module. It is composed of a TFT-LCD panel, driver IC, FPC,a 

back light unit. The 9.0  display area contains 1024x(RGB)x600 pixels and can display up to 

16.7M colors. This product accords with RoHS environmental criterion. 

 

Item Contents Unit Note 

LCD Type TFT -  

Display color 16.2M - 1 

Viewing Direction 12 O’Clock  

Gray scale inversion direction 6 O’Clock  

Operating temperature -20~+70   

Storage temperature -30~+80   

Module size 211.10X126.50X3.4 mm 2 

Active Area(W×H) 196.61x114.15 mm  

Number of Dots 1024×600 dots  

TFT Controller EK79001AG+EK73215BCGA -  

CTP driver NA -  

Power Supply Voltage 3.3 V  

Backlight 4S7P-LEDs (white) pcs  

Weight 185 g  

Interface LVDS -  

 

Note 1: Color tune is slightly changed by temperature and driving voltage.

Note 2: Without FPC Wire and Solder.

 

 

 

 

 

 

 






